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HIGH-DEFINITION INSPECTION OF CADENCE
STRUCTURAL GLASS PANELS

Al-powered apps and hardware compatible with MC24
controllers, designed for quality control of your glass panels,
enabling real-time monitoring of critical defects and reducing
rejection rates by quickly addressing the root cause.

Benefits & Advantages

e Scalable quality control with Al o Consistent quality control for your
e Accelerated deployment using pre- panels
trained neural networks. e Traceability and continuous real-time

e Maximizing efficiency analysis of production performance

www.cadenceautomation.ca




HIGH-DEFINITION INSPECTION OF STRUCTURAL GLASS PANELS

FEATURES

Compatibility with the Controller Module (MC)

Minimum configuration MC24-33X

Defect type

Light or white spots

Dirt, cloudiness

Bubbles in the glass

Scratches, scratches

Acid stains

Slide defect

Cluster (e.g., a defect grouped within & cm)
Broken corner

Operational mode

Speed mode or encoded

PERFORMANCES

Maximum conveyor speed

400mm/sec (other configurations available upon request)

Minimum detectable defect size

Standard Version: 0, 7amm x 0,75mm ( 0,0285" x 0,0295" )
HD Version: 0,5mm x 0,5mm { 0,0197" x 0,0197")

Maximum width per caméra

200 mm

POWER

Required power from MC

16,7W per camera

Required channel per camera

one per camera

VISUALIZATION

HMI WEB HMI with secure password-protected access via IP
ENVIRONNEMENT

Ambient operating temperature 0asi°C

Storage Temperature -30a80°C

Variant Designed for Industrial environments

IP Rating IPE5

Included material

Junction box when necessary

866-419-8800

info@cadenceautomation.ca
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